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1. Ringe tauschen

0-MOA 20-MOA

2. Ringe drehen

22
22

Ma zulässig = 5Nm
(SW 10mm)

1. Beide Pfeile neben gewünschter MOA Angabe zeigen stets in Schussrichtung - ( )

2. Angabe MOA muss auf beiden Ringen identisch sein - (0/0 – 20/20 – 40/40MOA)

3. Identischer Strichcode von Base und Ring gibt die Position (hinten/vorne) des Rings vor

Achtung! 
Bei Montagen mit Vorneigung (z.B. 20MOA) ist stets darauf zu achten, dass identische 
Kennzeichnungen (z.B. 1/1 oder 2/2) auf gleicher Ebene übereinander angeordnet sind.

Ringschraube M4 = 3Nm
Ringhalteschraube M5 = 5Nm
Achsschraube SW10mm = 5Nm
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1. Change rings

0-MOA 20-MOA

2. Turn rings

22
22

Ma zulässig = 5Nm
(SW 10mm)

1. Both arrows next to the desired MOA information always point in the direction of the shot - ( )

2. MOA must be identical on both rings - (0/0 - 20/20 - 40 / 40MOA)

3. Identical barcode of base and ring specifi es the position (back / front) of the ring

Danger! 
When assembling with an incline (e.g. 20MOA), it must always be ensured that identical 
markings (e.g. 1/1 or 2/2) are arranged one above the other on the same level.

Eye Bolt M4 = 3Nm
Ringscrew M5 = 5Nm
Axle Bolt SW10mm = 5Nm

INSTALLATION
MANUAL


